B14108 PV 

St 

ABSTRACT 

DIFFERENTIAL SPECTROPHOTOMETRY PROCESS AND DEVICE FOR 
NON-LIMPID MEDIA BY SPECTRO- TEMPORAL IMAGING IN COUNTING 

MODE 



According to the invention, to analyse a non- limpid 
medium, this medium is lit by at least one light pulse, a 
spectral and temporal transmission image, in counting 
mode, is acquired from the lit medium, and the image and 
derivatives thereof are processed so as to acquire 
information about the non-limpid medium. The invention 
applies to the analysis of diffusing and absorbing media, 
for example milk. 
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^ (57) Abstract: Disclosed are a method and a device for the differential spectrophotometiy of non-clear media by means of spectro- 
^ temporal imaging in counting mode. In order to analyze a non-clear medium, said medium is illuminated by at least one light pulse, a 
spectral and temporal transmission image is obtained of the illuminated medium in counting mode, and the image and the derivatives 
O thereof are processed in order to obtain information on the non-clear medium. The invention applies to the analysis of diffusing and 
^j. absorbing media, e.g. milk. 

^ (57) Abrege : Proc&le' et dispositif de spectrophotomGtrie differentielle de milieux non limpides par imagerie spectro-temporelle en 
mode comptage. Selon 1' invention, pour analyser un milieu non limpide, on eel aire ce milieu par au moins une impulsion lumineuse, 
^ on acquiert, a partir du milieu ainsi 6clair6, une image spectrale et temporelle de transmission, en mode comptage, et Ton traite 
J>> Timage et ses denve*es pour acqu6rir des informations sur le milieu non limpide. Uinvention s'applique a 1' analyse de milieux 
^ diflfusants et absorbants, par exemple le lait. 



